Speed Controller with One-touch Fitting
Elbow Type (Metal Body)

AS Series

: Model o T™H
Speed controller with . Port ARRTELILbINGIO.D:
e g 4 6 8 10 12 As D
One-touch flttlngs for AS12011-M5 M5 x 0.8 ® ®
metal body specifications AS2201-01 R © | © AS
AS22(11-02 RYa ® ® ®
* Uses flame resistant resin as standard. AS32011-02 R4 ® ® AS-FE
(UL standard V-0) AS32(11-03 R ® ®
AS42(11-04 R [ ] [ KE
Note 1) @: Brass parts are electroless nickel plated, provided as standard. (N specifications) ASFG
Specifications AS-FP
- Fluid Air
Proof pressure 1.5 MPa ASFM
Max. operating pressure 1 MPa
Min. operating pressure 0.1 MPa AS-D
Ambient and fluid temperature — 5 to 60°C (No freezing) As_T
Symbol Applicable tubing material Nylon, Soft nylon, Polyurethane
4 Option Round lock nut, Electroless nickel plated Nete) ASP

As[3]2[0]1-jo3- F joel s[ - T[]

Meter-out and meter-in types can be visually differentiated by the lock nut.

The lock nut on the meter-out type is zinc chromated (the round lock nut is electroless nickel
plated) while the meter-in type is black zinc chromate plated.

Note) Brass parts are all electroless nickel plated.

How to Order

) ASR
Lock nut option ASQ
Speed Nil Hexagon lock nut
controller
Option
[N ] None |
Body size ‘ N ‘ Electroless nickel plated ‘
1 M5 standard With seal
2 |01, 02 standard . Not
3 03 standard Tube size Note)
04 o4
4 04 standard 5 prs Made to Order
08 5 Refer to page 612 for
2] details.
Elbow 10 210
Control method N 1‘2) = ”12|_ Ho tubing O.D
- ote) For applicable tubing O.D.
“ selection, refer to the Model.
With One-touch fitting
Thread size ade 10
M5 | M5x0.8 order | Made to Order
01 R s (For details, refer to page 612.)
02 R V4 Symbol Specifications
03 | R% | -X12 | Lubricant: Vaseline
. . 0‘_‘ R s -X21 | Grease-free (Seal: Fluorine-coated) + Throttle valve (Without check valve)
Note) M5 size: S (with seal) is not necessary. -X214 | Throttle valve (Without check valve)

611 ®



