
Made to Order Specifications: 

Solid State Auto Switch
Refer to SMC website for the details of 
the products conforming to the 
international standards.

•Eliminatestheharnessingworkbycablewithconnectorspecifications

•Adoptsglobalstandardizedconnector(IEC947-5-2)

•IP67construction

WithPre-wiredConnector1

How to Order

Cablelength
0.5 m

1.0 m

3.0 m

S

M

L

Connectormodel

D M9N S A PC

Note) L is available 

for the D-P4DW 

type only.

A

B

D

Note) Type D is 

available for the 

D-P4DW type 

only.

M8-3 pin

M8-4 pin

M12-4 pin

ConnectorSpecifications

12

1 2

43

Connector model

Pinarrangement

M8-3 pin M8-4 pin M12-4 pin

1

3

4

3 4

Solid state auto switch

Standard part no.
∗ For the applicable auto switch 

model, refer to the table below.

ApplicableAutoSwitch
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3.0

Lead wire length (m)

1.00.5
Applicable modelFunctionMounting

F79,F7P,J79
F7NV,F7PV,F7BV
F79W,F7PW,J79W

F7NWV,F7BWV
F79F
F7BA

F7BAV
F7NT
P4DW

H7A1,H7A2,H7B
G59,G5P,K59

H7NW,H7PW,H7BW
G59W,G5PW,K59W

H7NF,G59F
H7BA,G5BA

G5NT
G5NB

F59,F5P,J59
F59W,F5PW,J59W

F59F
F5BA
F5NT

Electrical

 entry

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 
(Perpendicular)

—

2-color
indication

With diagnostic output

Water resistant

With timer

Magnetic field resistant

—

2-color
indication

Diagnostic output

Water resistant

With timer

Wide detection

—

2-color indication

Diagnostic output

Water resistant

With timer

Rail 

mounting 

style

Band 

mounting 

style

Tie-rod 

mounting 

style

—

—

—

—

—

—

—

—

—

—

—

—

—

—

—

—

—

—









































































3.01.00.5

Y59A,Y7P,Y59B

Y69A,Y7PV,Y69B

M9N,M9P,M9B

M9NV,M9PV,M9BV

F8N,F8P,F8B

F6N,F6P,F6B

Y7G,Y7H

F9G,F9H

Y7NW,Y7PW,Y7BW

Y7NWV,Y7PWV,Y7BWV

M9NW,M9PW,M9BW

M9NWV,M9PWV,M9BWV

Y7BA

M9NA,M9PA,M9BA

M9NAV,M9PAV,M9BAV

S791/2,S7P1/2,T791/2

S991/2,S9P1/2,T991/2

S99V1/2,T99V1/2

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 

(Perpendicular)

Grommet (In-line)

Grommet (In-line)

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 
(Perpendicular)

Grommet (In-line)

Grommet 
(Perpendicular)

—

—

2-color

indication

Normally 

closed

Water resistant

Direct 

mounting 

style

Rotary

actuator

Lead wire length (m)
Applicable modelFunctionMounting

Electrical

 entry

1626


