
ø10, ø16, ø20, ø25, ø32, ø40
Parallel Type Wide Opening Air Gripper

Model

MHL2-10D

MHL2-10D1

MHL2-10D2

MHL2-16D

MHL2-16D1

Bore size

(mm)

Maximum operating

frequency (c.p.m)

Open/Close stroke

(mm) (L2-L1)

10

16

60

40

60

72

94

112

84

126

92

134

172

114

186

340

405

485

660

870

20

40

60

30

60

Width at closing

(mm) (L1)

Width at opening

(mm) (L2)
Weight (g)

Model/Stroke

How to Order

MHL2-16D2

MHL2-20D

MHL2-20D1

MHL2-20D2

MHL2-25D

20

40

60

40

60

146

98

158

178

116

226

138

238

278

166

1010

1175

1645

1840

1850

80

40

80

100

50

MHL2-25D1

MHL2-25D2

MHL2-32D

MHL2-32D1

MHL2-32D2

MHL2-40D

MHL2-40D1

MHL2-40D2

25

32

40

40

30

20

30

20

198

216

150

198

242

298

336

220

318

402

2720

2935

3070

3985

4820

100

120

70

120

160

188

246

286

288

406

486

5620

7180

8255

100

160

200

Note) The width at closing/opening represent the valve when the exterior of the workpiece is being held.

L1

L2

Open/Close stroke (mm)

Action

Auto switch

Double actingD

2 pcs.

1 pc.

n pcs.

S

n

ø10

Nil

Without auto switch (Built-in magnet)Nil

Symbol
Bore size

Bore size

10 mm

16 mm

20 mm

25 mm

32 mm

40 mm

Number of auto switches
Wide opening

2 fingers2

Number of fingers

Nil

1

2

20

40

60

ø16 ø20 ø25 ø32

30

60

80

40

80

100

50

100

120

70

120

160

ø40

100

160

200

10

16

20

25

32

40

11 Vacuum suction type

Clean series

22 Vacuum suction type

Copper, fluorine and silicone-free +
Low particle generation

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-

11-
22-
11-
22-

11-
22-

11-
22-
11-
22-

11-
22-

11-
22-

11-
22-

M

Rc

NPT

G

ø10, ø16, ø20, ø25

ø32, ø40

ø32, ø40

ø32, ø40

TN

TG

Nil

Port thread type

Series     MHL2
11-
22-

22—MHL   2 — 16       D  1 — M9N

11—MHL   2 — 16       D  1 — M9N

927


