
N

W

V

Suction Filter with Case  FH99 Series

04 0 0 0 M 074

Replacement Element Part No. (Including O-ring for element)

Model

FH990-04/06

FH990-08/10

FH990-12

FH990-16

FH991-20

FH991-24

FH991-28/32

74 µm

(200 mesh)

With relief valve Without relief valve

EM520-074N

EM620-074N

EM720-074N

EM820-074N

EM920-074N

EM030-074N

EM130-074N

105 µm

(150 mesh)

EM520-105N

EM620-105N

EM720-105N

EM820-105N

EM920-105N

EM030-105N

EM130-105N

149 µm

(100 mesh)

EM520-149N

EM620-149N

EM720-149N

EM820-149N

EM920-149N

EM030-149N

EM130-149N

74 µm

(200 mesh)

EM230-074N

EM330-074N

EM430-074N

EM530-074N

EM630-074N

EM730-074N

EM830-074N

105 µm

(150 mesh)

EM230-105N

EM330-105N

EM430-105N

EM530-105N

EM630-105N

EM730-105N

EM830-105N

149 µm

(100 mesh)

EM230-149N

EM330-149N

EM430-149N

EM530-149N

EM630-149N

EM730-149N

EM830-149N

Element size

ø65 x 90

ø82 x 133

ø104 x 177

ø104 x 177

ø132 x 212

ø132 x 212

ø155 x 193

0

1

Common with L-type threaded and flange

L-type flange

Construction/Connection

04

06

08

10

12

16

20

24

28

32

1/2B

3/4B

1B

1 1/4B

1 1/2B

2B

2 1/2B

3B

3 1/2B

4B

Port size (Outlet side)

0

4

5

None

Differential pressure indicator

Differential pressure indication switch Note)

Differential pressure indication

0

1

With relief valve

None

Relief valve

Hydraulic fluid

Nil

F

None

With companion flange

Companion flange

How to Order

Note) N.C. and N.O. common

074

105

149

74 µm

105 µm

149 µm

Nominal filtration

M Micromesh

Element

0

1

2

Petroleum

Water-glycol, Emulsion

Phosphoric ester

Note 1) The symbol at the end of the element part no. indicates the hydraulic fluid type.

N: Petroleum, W: Water-glycol, Emulsion, V: Phosphoric ester

Note 2) Above elements require one element per filter.

Construction/Seal List

Differential pressure indicator

Blanking cap

Hexagon socket
head cap screw

Cover

Case

Relief valve

Element

r Seal (O-ring)

e Seal (O-ring)

q O-ring

w O-ring

Companion flange

IN

OUT

FH99 0

Suction filter with cace

Note) N, W and V refer to the hydraulic fluid symbol 

indicated at the end of the element part number.

AL-128H

AL-129H

AL-131H

AL-132H

AL-134H

AL-135H

AL-136H

AL-137H

KA00813

(V120)

AL-128H-V

AL-129H-V

AL-131H-V

AL-132H-V

AL-134H-V

AL-135H-V

AL-136H-V

AL-137H-V

KA00728

(V120)

AL-130H

AL-133H

AL-135H

AL-136H

AL-137H

KA00813

(V120)

KA00728

(V120)

AL-130H-V

AL-133H-V

AL-135H-V

AL-136H-V

AL-137H-V

KA00470

(P28)

NBR-70-1

FKM-70

or

EPDM-70

Phosphoric

ester

Petroleum,

Water-glycol,

Emulsion

04
06
08
10
12
16
20
24
28
32
04
06
08
10
12
16
20
24
28
32

Port

size
Hydraulic

fluid
Material

qO-ring

order no.

(Nominal size)

wO-ring

order no.

(Nominal size)

eSeal and

O-ring order no.

(Nominal size)

rSeal and

O-ring order no.

(Nominal size)

Note 1) The material and nominal size notations are based on JISB2401.

Note 2) (Nominal size) is not needed as the part number starting with the 

AL-H is a dedicated number.

Note 3) The material of seals (AL-128H-V to AL-137H-V) is EPDM-70.

Replacement O-ring/Seal List (One each of the seal and 
O-ring types listed below are required per filter.)

KA00244

(P42)

KA00808

(P60)

KA00810

(P90)

KA00796

(P120)

KA00717

(P28)

KA00723

(P42)

KA00733

(P60)

KA00114

(P90)

KA03498

(P120)

KA00815

(V85)

KA00812

(V100)

KA00813

(V120)

KA00814

(V150)

KA01800

(V175)

KA00731

(V85)

KA00727

(V100)

KA00728

(V120)

KA00729

(V150)

KA00730

(V175)

503

FH

HOW

FH

A


